
HOME SAFETY & SECURITY

Universal Smoke Sensing

Smoke & Fire
Alarms 

FEATURES AND BENEFITS
• Fast & Easy to Install—No Wiring Required

• Take the Guesswork Out of Proper Placement—This 
Alarm is Ideal for Installation in EVERY room.

• Replace Alarms Before They Fail—Perfect  for  
New or Replacement Installations

• Combines the Benefits of Both—Photoelectric & 
Ionization Technology in One Alarm

• Microprocessor Virtually Eliminates Nuisance  
Alarms Caused by Everyday Cooking Smoke,  
Steam, etc. 

• No Batteries to Change—Ever!

• Lithium–Free 10 Year Permanent Power 

• Alkaline Batteries are Safer and More Eco-Friendly 

• Maintenance-Free Battery Power Provides 10 Years  
of Safety Protection & ZERO low battery chirps! 

• Tamper-Proof Design Prevents Battery Removal 

• Single Silence/Test Button—In the unlikely event  
of a nuisance alarm, the silence feature quiets a  
non-hazardous alarm 

ADDED FEATURES & BENEFITS
• Quick Find® Alarm Origination Feature Easily  

Identifies Originating Alarm

• Alarm Lock Out Feature Prevents Installation of 
Deactivated Alarm

• Meets Code & Legislation For 10 Year Sealed  
Battery Requirements

• Tamper Proof Features Both Alarm & Battery

• Mounting Bracket Backwards Compatible with  
Most USI & Universal Alarms

• Alarm & Power LED’s

• Product End of Service Life Warning Sounds  
After 10 Years of Activation
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Part #  MI3050SB  
Battery Powered  
Smoke & Fire Alarm 

For more information contact: 

TECHNICAL SPECIFICATIONS

Part # MI3050SB

Power Type 10 Year Lithium-Free Battery Powered 

Sensor Type Smoke: Universal Smoke Sensing 
Technology®

Audible Alarm 85dB at 10 Feet 

Temperature Range 40º F to 100º F  (4ºC to 38º C)

Humidity Range 10% to 95% RH (non-condensing)

Alarm Size 5.63” Diameter x 1.75” Deep

Alarm Weight 0.42 Pounds

Warranty 10 Years for Both Battery & Alarm	

PACKAGING SPECIFICATIONS

Part # MI3050SB 

Brand Universal	

Packaging (Box or Clam) Blister Card/Clam

Shelf Pack Quantity 1 

Shelf Pack Size (inches) 5.75L x 5.75W x 1.75H

Weight (pounds) 0.49

UPC Code  042741303002

Master Pack Quantity 6

Master Pack Size (inches) 6.25L x 6.25W x 12.00H	

Weight (pounds) 3.65

I2 of 5 UPC 10042741303009

11407A Cronhill Dr. 
Owings Mills, Maryland 21117,  USA

Assembled in China / Ensamblado en China
US Patents # D627671, 7893825, 8284065, 8395501
Other Patents Pending / Otras patentes pendientes
©2014 Universal Security Instruments, Inc.  Rev. 08/2017 
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311-8007-93F    

 
This alarm contains radioactive material, 1.0 
Microcurie Americium 241, distributed under U.S. 
NRC License No. 19-23643-01E, manufactured in 
compliance with safety criteria in 10CFR 32.27. 
Purchaser is exempt from any regulatory 
requirements.

User manuals in Spanish are available on our website: 

www.UniversalSecurity.com

Perfect for new or replacement installations, 
this Smart alarm offers time-saving 

features, value & quality. 
Single Installation. Double Protection.

Universal Smoke Sensing Technology®  alarms with 
microprocessor intelligence are designed to virtually 
eliminate nuisance alarms caused by non-hazardous 
sources such as every day cooking smoke or steamy 
showers. Nuisance alarms are the leading reason for 
intentionally disabled smoke alarms. Working smoke 
alarms are a key factor in surviving a fire.

Prefiera este detector si usted busca un detector por fotoeléctrico con resistencia 
superior a alarmas falsas. Cuando se instalan de manera correcta, los detectores de humo 

pueden reducir a la mitad el riesgo de morir en un incendio. Este detector incluye 
estas características.

TECNOLOGÍA DE DETECTOR INTELIGENTE OFRECE LA
• Menos Alarmas Falsas — Resistencia superior contra alarmas falsas
• Autodiagnóstico — Al encenderse realiza una verificación electrónica del estado
   para asegurar de que el detector está funcionando debidamente
• Compensación De La Temperatura Y Humedad — se ajusta continuamente a
   las variaciones del medio ambiente
• Advertencia De Fin De Vida Útil Del Producto — El detector de humo emite una
   señal cuando es tiempo de reemplazarlo (después de aprox. 10 años)
• Garantía limitada de 10 años de la pila y del detector — Alimentado por pilas    
   alcalinas Duracell® con Tecnología Duralock Power PreserveMC

Ideal para instalaciones nuevas o para reemplazos. 
Este detector ofrece ahorro de tiempo, valor y calidad.

   RÁPIDO Y FÁCIL DE INSTALAR, NO REQUIERE CABLES
• Característica de seguridad contra manipulación indebida — Evita remoción
   no autorizada del detector
• Base De Montaje Más Grande — Cubre imperfecciones de la pared y marcas de
   pintura antigua 
• Botón único silenciador/prueba — En el poco probable caso de una alarma falsa, 
   el silenciador apaga una alarma que no sea peligrosa
• Los manuales del usuario en español están disponibles en nuestro sitio web

Choose this alarm if you are looking for a Smart Alarm to protect against both fast 
flaming and slow smoldering fires. Universal Smoke Sensing Technology® alarms with 

advanced smoke recognition provides faster response to all types of fires, allowing 
more time to escape safely.

SMART ALARM TECHNOLOGY PROVIDES:
• Fewer Nuisance Alarms — Superior False Alarm Resistance
• Self-Diagnostics Feature — Performs a status check during power up to ensure
   alarm is functioning properly
• Temperature & Humidity Compensation — Continuously adjusts to variations in
   environmental conditions to reduce nuisance alarms
• Product End-of-Service Life Warning — Alarm signals it’s time to replace
   approximately 10 years from date of activation
• 10 Year Limited Warranty on Battery and Alarm — Powered by Duracell®
   Duralock Power PreserveTM Technology alkaline batteries 

Perfect for new or replacement installations. 
This alarm offers time-saving features, value and quality.

FAST & EASY INSTALLATION—NO WIRING REQUIRED     
• Tamper-Proof Design — Meets code for sealed battery alarms 
• Larger Mounting Base — Covers drywall imperfections and old paint marks
• Single Silence/Test Button — In the unlikely event of a nuisance alarm, the silence
   feature quiets a non-hazardous alarm

NEVER REPLACE BATTERIES 

 Battery
Powered

Part MI3050SB

For more information on our full line of alarms, visit 
our website: www.UniversalSecurity.com

Para mayor información sobre nuestra línea 
completa de detectores, visite nuestro sitio web: 

www.UniversalSecurity.com

COMPLIES WITH THE FOLLOWING:
Underwriters Laboratories Standard UL 217
California State Fire Marshal (CSFM)
National Fire Protection Association (NFPA)
Federal Housing Administration (FHA)
Housing and Urban Development (HUD)

Early warning is best achieved by installing 
alarms on every level of dwelling, including 

basements. For maximum detection, install an 
alarm inside every bedroom, outside every 

sleeping area, and on every level of 
the dwelling.

Ideal for 
EVERY Room 
in Your Home 

Eliminates Low Battery Chirps

ECO Friendly
Non-lithium batteries reduce environmental 
waste & eliminate disposal of up to twenty 
9 volt batteries over the life of the alarm 

NEVER REPLACE BATTERIES 

Many homes with smoke alarms do not have 
smoke alarms on every level. The National 

Fire Protection Association recommends smoke 
alarms are installed in every sleeping room, in 
the hallway adjacent to the sleeping areas, and 

on every level of your home. This alarm is 
suitable for installation in houses, apartments 

and mobile homes.

Combines the 
Benefits of 
BOTH

Photoelectric
& Ionization

Technology in 
One Alarm

There are three basic smoke alarm types: 
Universal Smoke Sensing Technology®, Ionization and Photoelectric

Universal Smoke Sensing Technology is an ionization alarm containing patented Smart Alarm Technology®. Alarms containing Universal Smoke Sensing 
Technology are very effective at detecting fast flaming fires, and also respond very quickly to slow smoldering fires

Ionization smoke alarms are typically more effective at detecting fast flaming fires—fires which consume combustible materials rapidly and spread quickly. Sources 
of these fires may include paper burning in a wastebasket, or kitchen grease fires

Photoelectric smoke alarms, on the other hand, are typically more effective at detecting slow smoldering fires—fires which burn for hours before bursting into 
flame. Sources of these fires may include cigarettes burning in couches or bedding

Installing alarms containing Universal Smoke Sensing Technology ensures maximum detection of both types of fires from a single alarm, while eliminating the need 
for a combination of ionization and photoelectric smoke alarms

The enclosed alarm is a 2-in-1 Universal Smoke Sensing Technology® 
Smoke + Fire Smart Alarm

Conforms to 
UL Std. 217

 MI3050S

Single Station Smoke Alarm7256-0899:0124

Virtually
Eliminates 
Nuisance
Alarms

Battery Powered
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